§22.301

Subpart C—Operational and
Technical Requirements

OPERATIONAL REQUIREMENTS

§22.301 Station inspection.

Upon reasonable request, the licensee
of any station authorized in the Public
Mobile Services must make the station
and station records available for in-
spection by authorized representatives
of the Commission at any reasonable
hour.
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§22.303 Retention of station authoriza-
tions; identifying transmitters.

The current authorization for each
station, together with current adminis-
trative and technical information con-
cerning modifications to facilities pur-
suant to §22.163 and added facilities
pursuant to §22.165 must be retained as
a permanent part of the station
records. A clearly legible photocopy of
the authorization must be available at
each regularly attended control point
of the station, or in lieu of this photo-
copy, licensees may instead make
available at each regularly attended
control point the address or location
where the licensee’s current authoriza-
tion and other records may be found.
The station call sign must be clearly
and legibly marked on or near every
transmitting facility, other than mo-
bile transmitters, of the station.

§22.305 Operator and maintenance re-
quirements.

FCC operator permits and licenses
are not required to operate, repair or
maintain equipment authorized in the
Public Mobile Services. Station licens-
ees are responsible for the proper oper-
ation and maintenance of their sta-
tions, and for compliance with FCC
rules.

§22.307 Operation during emergency.

Licensees of stations in the Public
Mobile services may, during a period of
emergency in which normal commu-
nications facilities are disrupted as a
result of hurricane, flood, earthquake
or other natural disaster, civil unrest,
widespread vandalism, national emer-
gencies or emergencies declared by Ex-
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ecutive Order of the President, use
their stations to temporarily provide
emergency communications services in
a manner or configuration not nor-
mally allowed by this part, provided
that such operations comply with the
provisions of this section.

(a) Technical limitations. Public Mo-
bile stations providing temporary
emergency communications service
must not transmit:

(1) On channels other than those au-
thorized for normal operations.

(2) With power in excess of that au-
thorized for normal operations;

(3) Emission types other than those
authorized for normal operations.

(b) Discontinuance. Temporary emer-
gency use of Public Mobile stations
must be discontinued as soon as nor-
mal communication facilities are re-
stored. The FCC may, at any time,
order the discontinuance of any such
emergency communication services.

§22.313 Station identification.

The licensee of each station in the
Public Mobile Services must ensure
that the transmissions of that station
are identified in accordance with the
requirements of this section.

(a) Station identification is not re-
quired for transmission by:

(1) Stations in the Cellular Radio-
telephone Service;

(2) General aviation ground stations
in the Air-ground Radiotelephone Serv-
ice;

(3) Rural subscriber stations using
meteor burst propagation mode com-
munications in the Rural Radio-
telephone Service;

(4) Stations using Basic Exchange
Telephone Radio Systems in the Rural
Radiotelephone Service;

(5) Nationwide network paging sta-
tions operating on 931 MHz channels;
or,

(6) Stations operating pursuant to
paging geographic area authorizations.

(b) For all other stations in the Pub-
lic Mobile Services, station identifica-
tion must be transmitted each hour
within five minutes of the hour, or
upon completion of the first trans-
mission after the hour. Transmission of
station identification may be tempo-
rarily delayed to avoid interrupting
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